CETRA 2012
2nd International Conference on Road and Rail Infrastructure
7–9 May 2012, Dubrovnik, Croatia

TITLE
Road and Rail Infrastructure II, Proceedings of the Conference CETRA 2012

EDITED BY
Stjepan Lakušić

ISBN
978-953-6272-50-1

PUBLISHED BY
Department of Transportation
Faculty of Civil Engineering
University of Zagreb
Kačićevo 26, 10000 Zagreb, Croatia

DESIGN, LAYOUT & COVER PAGE
minimum d.o.o.
Katarina Zlatec · Matej Korlaet

COPIES
600

A CIP catalogue record for this e–book is available from the National and University Library in Zagreb under 805372

Although all care was taken to ensure the integrity and quality of the publication and the information herein, no responsibility is assumed by the publisher, the editor and authors for any damages to property or persons as a result of operation or use of this publication or use the information’s, instructions or ideas contained in the material herein.
The papers published in the Proceedings express the opinion of the authors, who also are responsible for their content. Reproduction or transmission of full papers is allowed only with written permission of the Publisher. Short parts may be reproduced only with proper quotation of the source.
Proceedings of the
2nd International Conference on Road and Rail Infrastructures – CETRA 2012
7–9 May 2012, Dubrovnik, Croatia

Road and Rail Infrastructure II

EDITOR
Stjepan Lakušić
Department of Transportation
Faculty of Civil Engineering
University of Zagreb
Zagreb, Croatia
ORGANISATION

CHAIRMEN

Prof. Željko Korlaet, University of Zagreb, Faculty of Civil Engineering
Prof. Stjepan Lakušić, University of Zagreb, Faculty of Civil Engineering

ORGANIZING COMMITTEE

Prof. Stjepan Lakušić
Prof. Željko Korlaet
Prof. Vesna Dragčević
Prof. Tatjana Rukavina
Maja Ahac
Ivo Haladin
Saša Ahac
Ivica Stančerić
Josipa Domitrović

All members of CETRA 2012 Conference Organizing Committee are professors and assistants of the Department of Transportation, Faculty of Civil Engineering at University of Zagreb.

INTERNATIONAL ACADEMIC SCIENTIFIC COMMITTEE

Prof. Ronald Blab, Vienna University of Technology, Austria
Prof. Vesna Dragčević, University of Zagreb, Croatia
Prof. Nenad Gucunski, Rutgers University, USA
Prof. Željko Korlaet, University of Zagreb, Croatia
Prof. Zoran Krakutovski, University Sts. Cyril and Methodius, Rep. of Macedonia
Prof. Stjepan Lakušić, University of Zagreb, Croatia
Prof. Dirk Lauwers, Ghent University, Belgium
Prof. Giovanni Longo, University of Trieste, Italy
Prof. Janusz Madejski, Silesian University of Technology, Poland
Prof. Jan Mandula, Technical University of Kosice, Slovakia
Prof. Nencho Nenov, University of Transport in Sofia, Bulgaria
Prof. Athanassios Nikolaides, Aristotle University of Thessaloniki, Greece
Prof. Otto Plašek, Brno University of Technology, Czech Republic
Prof. Christos Pyrgidis, Aristotle University of Thessaloniki, Greece
Prof. Carmen Racanel, Technical University of Bucharest, Romania
Prof. Stefano Ricci, University of Rome, Italy
Prof. Tatjana Rukavina, University of Zagreb, Croatia
Prof. Mirjana Tomičić–Torlaković, University of Belgrade, Serbia
Prof. Brígida Salaiova, Technical University of Kosice, Slovakia
Prof. Peter Veit, Graz University of Technology, Austria
Prof. Marijan Žura, University of Ljubljana, Slovenia
MODEL FOR A SHORT – TERM FORECAST OF VEHICLES IN BITOLA TOWN

Vaska Atanasova, Lidija Markovik
Faculty of Technical Sciences, FYROM Macedonia

Abstract

The contemporary lifestyle leads to rapid increase of number of motorized traffic participants, thus there is a need for traffic planning, which requires forecasting. Considering the fact that contemporary software packages exist, based on modern technology and long-term experience it is decided to rely on the PTV Vision – visum software package, for traffic forecast in the Bitola town. A synthetic model was designed by this software package, modelling was done in accordance with the existing situation and model’s calibration. This article presents the output results for the vehicle forecast in the town of Bitola, for next 5 years.

Keywords: model, forecast, Bitola

1 Introduction

Traffic planning is a specific process that determines the capacity needed to satisfy the transportation needs in the future of a pre-defined space. The traffic forecast will be described in this paper for the town of Bitola. Considering the fact that contemporary software packages exist, based on modern technology and long-term experience it is decided to rely on the PTV Vision – visum software package, for the traffic forecast in the town of Bitola. With this software package, modelling is done on the existing situation, model’s calibration and forecast of vehicles in the Bitola town, for the next 5 years.

The first data collection is done for the purposes of traffic planning. A synthetic model has been designed by this software package where values gathered by counting the traffic at selected intersections in Bitola town were used as input data. Model’s calibration is done in visum, with Projection of routes tool. Thus simultaneously, testing of results and comparison of numbered model sizes (dimensions) is done and a cooperative view will be presented.

Based on the created synthetic model, the resulting O-D matrix, corrections are made and predictions obtained for the flow sizes of thoroughfares in Bitola, for the next 5 years, individually for the flows of PC.
2 Data collection for traffic planning in Bitola

2.1 Zoning of the city of Bitola

Zones are areas with a particular land use and their location within the network (e.g. residential areas, commercial areas, shopping centres, schools). They are the origin and the destination of trips within the transport network.

Zoning is the process of determining and drawing the zones of a city. Metropolitan municipality of Bitola was divided into 13 major areas that are functionally separate - compact enclosures that are mutually distinguished by certain city streets. On the other hand, they behave and act as a core - called the city of Bitola.

2.2 Cordon counting

On February 18th 2011 (Friday) from 2:00pm to 3:00 pm, cordon counting of vehicles was made. The goal of the research is to provide an assessment of the accumulation of vehicles, and purpose of the survey is to give estimates on the number and structure of transit vehicles through the territory of Bitola.

A cordon implies notional boundary line around the city of Bitola, where counting of vehicles was carried out on all roads that intersect the cordon line.

The accumulation of vehicles on the cordon line is determined by summing the total number of vehicles entering and leaving the space in a given period. The results are given in Table 1.

Table 1 Results of cordon counting

<table>
<thead>
<tr>
<th></th>
<th>Greece-Prilep</th>
<th>Greece-Ohrid</th>
<th>Ohrid-Prilep</th>
<th>Ohrid-Greece</th>
<th>Prilep-Ohrid</th>
<th>Prilep-Greece</th>
</tr>
</thead>
<tbody>
<tr>
<td>Car</td>
<td>8</td>
<td>4</td>
<td>2</td>
<td>8</td>
<td>5</td>
<td>9</td>
</tr>
<tr>
<td>Bus</td>
<td>1</td>
<td>1</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>3</td>
</tr>
<tr>
<td>Track</td>
<td>1</td>
<td>0</td>
<td>1</td>
<td>0</td>
<td>1</td>
<td>2</td>
</tr>
</tbody>
</table>

2.3 Counting on intersections

Counting on selected intersection in Bitola was done on 29th October 2010 during the period from 7:00 am until 9:00 pm., 290 counters were included in two shifts.

Data from 38 intersections was analyzed, rush hour was determined and these values were used as input values in the model.

Values were written by the 'Turns' tool and then received with the help of software flow of links.
3 Transport demand modelling

Modelling is done on an existing situation, model’s calibration and forecast on vehicles in Bitola and a synthetic model is designed with the PTV Vision-VISUM software package. Fig. 1 represents nodes and links of the network in the area where research is done. Accordingly, each link was added to the section capacity and vehicles speed. Roads with the speed limit of 50 km/h are shown in red, roads with the speed limit of 40 km/h are in green and blue are roads with the speed limit of 30 km/h.

![Figure 1](image)

3.1 Modelling on existing situation

3.1.1 Zoning of the main zones

Metropolitan municipality of Bitola was divided into 13 major areas that are functionally separate - compact enclosures that are mutually distinguished by certain city streets. On the other hand, they behave and act as a core - called the city of Bitola.

For the purposes of the model further zoning was done. The main area includes different number of zones, so there are 46 zones. Fig. 2 presents the main zones (total 13) in blue, other zones (total 40) are in green and zones outside the city (total 6) are coloured red.
3.2 Choosing a model forecast of transport demand

The formulation of the model depends on the initial sizes and input variables that will encompass. The basic definition is that the model should have the ability to ‘reflect’ the appearance that it simulates. Modelling is done on an existing situation, models calibration and forecast of transport demand are done with the software package PTV Vision, VISUM.

3.2.1 Model input values
As input sizes in the synthetic model, the values of the counting of traffic at selected intersections were used, marked in red and shown on Fig. 3. Also, the data from the cordon counting were used (cordon counting results are given in Section 2.2).

3.3 Model's calibration

Model’s calibration is done in visum, with Projection of routes, tool. The goal of the calibration is bringing counting and modals sizes together. Thus simultaneously, testing of results and comparison of numbered model sizes (dimensions) is done. Following, the comparative display of the counted values (green colour) and model's sizes (in red) for PC are below.
4 Transport demand forecast

4.1 Forecast for the existing situation

Forecast is a scientific prediction of some phenomena that are of great importance to human society. Based on the created synthetic model, the resulting O-D matrix, corrections are made as well as the forecast on vehicles in Bitola, for the next 5 years.

When conducting a forecast, an increase of 2% annually is taken into account, for the main zone 13 (Barracks in Bitola), i.e. the zones 26 and 27, taking into account the DUP (detailed urban plan) in this part of town. A balanced growth of 5% annually - for the first 2 years and 3% annually - for the next 3 years was presumed.

Illustrative, in particular sections would look like this: the section between the two junctions Partizanska - Ivo Lola Ribar and Partizanska – Kliment Ohridski, have 635 vehicles counted, while the model gives us the value of 666 vehicles. The projected forecast for 5 years, obtained 739 vehicles.

On Fig. 8 counted values are represented with green, and red are the obtained model sizes values.
Figure 4  Counted values for cars on intersections, calculated in Visum, and presented in sections

Figure 5  Modal values for cars on the whole network - existing situation
Figure 6  Counted and modal values for cars - existing situation

Figure 7  Forecast on vehicles in Bitola, for the next 5 years.
5 Conclusion

The forecast has always been a big challenge for scientist who conduct research in the field of future predictions as well as for others. Forecast is a prediction of some scientific phenomena that are of great importance to human society. Using the software package PTV Vision–VISUM we made a forecast on vehicles in Bitola, for the next 5 years, based on a lot of input data, we got an investigation outreach and data collection. We made comparative analyses of counted, modal and forecasted values. From the output results we can conclude that there is an acceptable deviation of modal values from counted values that mean suitability for modal’s usage.

References

[1] Traffic study for Bitola town, Agreement number 08-1124/1, from 03.06.2010, during one year (June 1 2010 to June 2011).


